Over 88 Years of Innovation

TRUGKNMATE

THE NEXT GENERATION PORTABLE AXLE SCALE

‘TRUCKMATE' is the lowest profile weigh pad we
have ever offered. Large weighing surface, and
extremely low profile (from 18mm high). The
excellent accuracy is due to the twenty
independent loadcells under the top plate.

Truckmate is available as a Wired 2 pad system or Wireless in
Optional Touch Sereen for Truckmate System 2,4, 6 & 8 pad configurations. Wireless Range up to 25m.

KEY FEATURES:

- Extremely Slimline

- User friendly

- Portable

- Fast set up - approx.10 mins

- Splashproof

- Accurate, Robust & Reliable

- Built in battery with external charger

- PC compatible / memory download
option available



“Reduce the Risk of Overloading”

Lightweight, high strength

Pad Size: From 765mm x 470mm
From 950mm x 550mm
Instructional Video

Pad Weight: From 18kg

Printout sample only as printouts
do vary on Truckmate models

Digital readout includes - operator ID, truck/reg no, axle
weight, total weight, time/date & other features.

Case Dimensions: [430x 310 x 150mm (H)
Carrying Weight: | Approx. 6.5kg

Powered by 12v DC internal battery with overnight recharge
via 240v adaptor/charger. Standard wireless controller /
printer includes robust handy carry case with a
compartment for your spare paper rolls & ink cartridge.

Standard Truckmate Controller

Note: Levelling mats may be required for varying vehicle configuration Truckmate software data display, storage & spreadsheets

Trakblaze Pty Ltd

5 Mareno Road, Tullamarine 3043 Victoria Australia

Tel: +61 3 9318 9277 Fax: +61 3 9318 9533
MINING, RAIL, ROAD & AVIATION WEIGHING SYSTEMS Email: info@trakblaze.com Web: www.trakblaze.com



	TRUCKMATE_Front_Page_ 2018
	TRUCKMATE_Back_Page_ 2018

